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Specifications and System

Requirements
9VDC power by 6 AA batteries

Software
Lock Management Tool available for small installations

Software Development Kit (SDK) and support
available to integrate into third party access control
systems

Hardware Requirements
Networked-connected PC**
Existing Ethernet network**
802.11b/g Wireless Access Point**

**Not provided

For information, call 800-727-5477 or visit us
online at www.sargentlock.com

Available through Authorized Channel Partners only. Contact your local

ASSA ABLOY Door Security Solutions sales consultant for details.
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Hardwiring Made Easy*

JOHNSON HARDWRRE G.
Building Nebraska since 1855!
800-228-2266 / www.JHComaha.com

MicroShield”

Founded in the early 1800s, SARGENT " is a market leader in locksets, cylinders, door closers, exit
devices, electro-mechanical products and access control systems for new construction, renovation,
and replacement applications. The company’s customer base includes commercial construction,
institutional, and industrial markets.

Copyright © 2008, Sargent Manufacturing Company, an ASSA ABLOY Group company.
All rights reserved. Reproduction in whole or in part without the express written permission
of Sargent Manufacturing Company is prohibited.

ASSA ABLOY is the global leader in door opening solutions, dedicated to
satisfying end-user needs for security, safety and convenience.
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Features

Complete access control features in online and
offline operation

Real-time alarms: Forced Door, Unknown Card and
Door Held Open

Lock is updated via WiFi communication

Open architecture design supports integration
with all access control systems

Advanced data security with standard encryption
techniques

128-bit encryption keys change after every
exchange ensuring high security

Supports open standard WiFi network security -
WEP, WPA, LEAP

Maximum uptime and redundancy through
distributed intelligence at each opening

Stand-alone operation - even in absence of
a network

Supports 2,000 users and 10,000 event transaction
history (audit trail)

Real-time lockdown capabilities*

Supports all HID 125 kHz proximity formats up
to 39 bits

Dual credentialing with keypad option available

Available for use on exterior doors: weatherseal
gasket, conduit and shroud

Available with MicroShield™ antimicrobial finish

Provided with plug and play ElectroLynx"
connectors for ease of hard powered installation

Available with:
10 Line Bored Lock
8200 Series Mortise Lock
80 Series Exit Device

Aesthetically complemented by
Designer Levers:

Studio Collection

Coastal Series

* External Power Required

ElectroLynx”

As part of their promise to provide innovative, fast and effective high security
solutions to their customers, ASSA ABLOY Group companies offer ElectroLynx
universal quick-connect system that simplifies the electrification of the door opening.

‘a

ElectroLynx’ is a registered trademark of ASSA ABLOY Inc.

MicroShield

As part of their promise to provide innovative solutions to their customers,

ASSA ABLOY Group companies offer the MicroShield ™ technology, a silver-based
antimicrobial coating designed to stem the spread of germs and bacteria.

MicroShield ™ is a trademark of Yale Security Inc., an ASSA ABLOY Group company.

90627 7/08



